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1 Introduction 

 

 
 Background 

Hobart International Airport Pty Ltd (HIAPL) (ABN 27 080 919 777) is the Owner/Operator of Hobart 
International Airport, an aerodrome certified by the Civil Aviation Safety Authority (CASA).  HIAPL is also 
regulated by the Secretary of the Department of Infrastructure and Transport (the Secretary) through 
the Airports Act 1996 and the Aviation Transport Security Act 2004. 
 
Although Vehicle Operations on the landside of the Airport are subject to the application of State 
regulations, Vehicle Operations Airside impact on the safety and security of aviation activities.  For this 
reason, the use of Vehicles on Airside is regulated: 
 

¶ for the purpose of aviation safety, by HIAPL and the Civil Aviation Safety Authority;  

¶ for the purposes of Airside management and aviation safety, by HIAPL and the Secretary; and 

¶ for the purposes of aviation security, by HIAPL and the Secretary. 

 

 
 Document Purpose 

This Handbook forms an important part of the system which Hobart International Airport Pty Ltd has 
put in place to promote the safe and orderly movement of passengers, Aircraft and Vehicular traffic on 
the Airside of Hobart Airport.   
 
Any failure to comply with the requirements of this Handbook will be considered by Hobart International 
Airport Pty Ltd in determining whether to exclude individuals or entities from Airside access or the 
Operation of Vehicles on Airside 
 
Appendices within this document can be issued as a separate document upon request to HIAPL.   
 
 

 Regulatory Requirements  

As a condition of the Aerodrome Certificate (and in the interests of the safety of Aircraft Operations), 
HIAPL is required by the Civil Aviation Safety Authority (under Civil Aviation Safety Regulation 139.095) 
to institute certain Aerodrome Operating Procedures, including procedures for the control of persons 
and Vehicles on or near Aircraft Movement Areas. These Operating procedures form part of the Hobart 
International Pty Ltd Aerodrome Handbook. 
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The Australian Government has regulated Airside Vehicle control matters through the Airports Act 1996 
and Part 4 of the Airports (Control of On-Airport Activities) Regulations 1997, which is administered by 
the Secretary.  This regulation requires HIAPL, as the Airport Operator, to have and to maintain this 
Airside Vehicle Control Handbook which contains all the local rules and requirements for Operating a 
Vehicle on the Airside of Hobart Airport. 
 
The Aviation Transport Security Act 2004, requires HIAPL and all persons using Hobart Airport to: 
 

¶ keep appropriate levels of safety and security on the Airport; and 

¶ control access to security restricted areas of the Airport. 

 
Whilst control of Vehicles on the Manoeuvring Area is the responsibility of Air Services Australia Air 
Traffic Control (Air Services Act 1995, Section 8.1 and Air Services Regulation 3.02), that control does 
not extend to approving a Vehicle for use Airside nor does it regulate the approval of persons to drive 
±ŜƘƛŎƭŜǎ ƻƴ ǘƘŜ !ƛǊǎƛŘŜ !ǊŜŀΦ  ¢ƘŜ άaŀƴƻŜǳǾǊƛƴƎ !ǊŜŀέ ŜȄŎƭǳŘŜǎ ǘƘŜ !ǇǊƻƴ ŀǊŜŀǎ ŀƴŘ ǘƘŜ !ƛǊǎƛŘŜ 
Perimeter Road. 
 
In short, the control of Vehicles on the Airside of an Airport is necessary in order that HIAPL may ensure 
the safety of Aircraft Operations and persons working on the Airside of Hobart Airport and for it to meet 
its regulatory obligations. 
 
 

 Responsibilities of Hobart International Airport Pty Ltd 

HIAPL is responsible for providing Airside Vehicle control at Hobart International Airport by way of 

adequate training and appropriate administrative procedures.  The prime objectives of such Vehicle 

controls are to: 

¶ avoid injury to persons; 

¶ avoid damage to property (particularly Aircraft); 

¶ ensure that priority is given to Aircraft on Runways, Taxiways and Aprons; and 

¶ comply with the relevant requirements of the Hobart International Airport Transport Security 

Program. 

This Handbook, including ƛǘǎ ŀǘǘŀŎƘƳŜƴǘǎΣ ƛǎ IL!t[Ωǎ !ƛǊǎƛŘŜ ±ŜƘƛŎƭŜ /ƻƴǘǊƻƭ tǊƻŎŜŘǳǊŜ ŘƻŎǳƳŜƴǘΣ ŀǎ 

required by Subsection 172 (2) of the Airports Act 1996 and referenced in the Airports (Control of On-

Airport Activities) Regulations 1997.  It also satisfies the requirements of the Aerodrome Manual in 

respect of Airside Vehicle control at Hobart International Airport.   

The intent of the requirements for Airside Operation of Vehicles set out in this Handbook is to ensure 

the safe and orderly movement of passengers, Aircraft and Vehicular traffic.  
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 Audience 

This Handbook applies to all people who work or volunteer at Hobart Airport, who may be required to 
Operate Vehicles on the Airside.   
 
 

 Exemptions 

Any person, including a Vehicle Operator, may apply to HIAPL for exemption from some or all of the 
provisions of this Handbook (including its Appendixes) either generally or in relation to specific 
situations, persons, activities or Airside areas.  HIAPL may approve, in writing, any such exemption on 
such conditions as HIAPL considers appropriate.  Ordinarily HIAPL will not grant an exemption unless 
the exemption is supported by an appropriate safety case. 
 

 
 Transition 

As far as possible, actions taken under previous Airside Vehicle control documentation for the Hobart 
Airport shall be taken to have been done under this Document and shall be subject to amendment, 
renewal, cancellation and/or suspension as the case may be in accordance with this Document. 
 

 
 Bicycles, Motorcycles, Tricycles, Skateboards, Scooters and Alike 

No person is to ride a bicycle, motorcycle, tricycle, skateboard, scooter or alike Airside without the 
written permission of HIAPL, which permission may be withdrawn at any time giving written or oral 
notice of withdrawal.  Any person riding a bicycle, motorcycle, tricycle, skateboard, scooter or alike 
Airside must comply with the Guide for Driving Airside at Appendix A. 
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2 Authority to Drive Airside Application Process  

Section 2 of the Airside Vehicle Control Handbook covers the process that must be followed when 
applying or re-applying for an Authority to Drive Airside (ADA) licence.   
 
The following steps are to be used in conjunction with the following Forms/Appendixes, which form part 
of this document: 
 

¶ Category 2 Authority to Drive Airside Training Guide and Assessment Criteria ς Appendix F 

¶ Category 4 Authority to Drive Airside Training Guide and Assessment Criteria ς Appendix G  

¶ Category 2 Aprons Familiarisation Guide (Other Ports) ς Appendix H 

 
Even if an applicant satisfies the requirements of paragraph 2 (Authority to Drive Airside Application 
Process), HIAPL is not obliged to issue or renew an Authority to Drive Airside.  
 
It is important that any person applying for an Authority to Drive Airside has read and understood 
appendix A of the Airside Vehicle Control Handbook. All employers must have an understanding of the 
Airside Vehicle Control Handbook in its entirety.  
 
All airside driver training must be conducted under the Direct Supervision of a suitably qualified 
Authority to Drive Airside licence holder.  
 
 

 New Application (Category 2 ADA) 

The following steps are to be completed in order, by the applicant and employer; 
 

1. Complete online Category 2 Authority to Drive Airside test at 

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/.  You will 

receive a certificate of completion upon passing the test 

2. Complete a minimum of four (4) hours supervised Airside (practical) driving with a Cat 2 (or 

higher) ADA/ASIC holder, and record hours on Experience Log (Appendix I). 

3. Undertake Category 2 competency assessment with a Hobart Airport employee, assessments 

can be organised by emailing permits@hobartairport.com.au.  

4. Submit completed application form, Experience Log (Appendix I), competency assessment and 

ŎƻǇȅ ƻŦ ȅƻǳǊ ǎǘŀǘŜ ƻǊ ǘŜǊǊƛǘƻǊȅ ŘǊƛǾŜǊΩǎ ƭƛŎŜƴŎŜ ŀƴŘ !{L/ to HIAPL by emailing 

permits@hobartairport.com.au.  

 
Note: Until an ADA is issued by HIAPL, all drivers are required to be under direct supervision of an 
ADA/ASIC holder.   

  

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/
mailto:permits@hobartairport.com.au
mailto:permits@hobartairport.com.au
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 Renewal Application (Category 2 ADA) 

The following steps are to be completed in order, by the applicant and employer; 
 

1. Complete online Category 2 Authority to Drive Airside test at 

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/.  You will 

receive a certificate of completion upon passing the test. 

2. Submit completed application formΣ ŀƭƻƴƎ ǿƛǘƘ ŀ ŎƻǇȅ ƻŦ ȅƻǳǊ ǎǘŀǘŜ ƻǊ ǘŜǊǊƛǘƻǊȅ ŘǊƛǾŜǊΩǎ 

licence and ASIC, to HIAPL by emailing permits@hobartairport.com.au. 

 
Note: Drivers on an expired ADA are not to operate Vehicles Airside without the direct supervision 
of an ADA/ASIC holder, and only provided they have commenced renewal of their expired ADA.   
 

 
 Other Airports Application (Category 2 ADA) 

The following steps are to be completed in order, by the applicant and employer; 
 

3. Complete online Category 2 Authority to Drive Airside test at 

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/.  You will 

receive a certificate of completion upon passing the test. 

1. Undertake Category 2 competency assessment with a Hobart Airport employee, assessments 

can be organised by emailing permits@hobartairport.com.au. 

2. Submit completed application form and competency assessment, along with a copy of your 

ǎǘŀǘŜ ƻǊ ǘŜǊǊƛǘƻǊȅ ŘǊƛǾŜǊΩǎ ƭƛŎŜƴŎŜ ŀƴŘ !{L/Σ to HIAPL by emailing 

permits@hobartairport.com.au.  

 
 

 New Application (Category 4 ADA)  

The following steps are to be completed in order, by the applicant and employer; 
 

4. Complete online Category 4 Authority to Drive Airside test at 

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/.  You will 

receive a certificate of completion upon passing the test. 

1. Obtain a CASA Aircraft Radiotelephone Operator Certificate of Proficiency. 

2. Complete a minimum of ten (10) hours supervised Airside (practical) driving with a Cat 4 

ADA/ASIC holder, and record hours on Experience Log (Appendix I). 

3. Undertake Category 4 competency assessment with a Hobart Airport employee, this can be 

booked by emailing permits@hobartairport.com.au. 

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/
mailto:permits@hobartairport.com.au
https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/
mailto:permits@hobartairport.com.au
mailto:permits@hobartairport.com.au
https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/
mailto:permits@hobartairport.com.au
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4. Submit completed application form, Experience Log (Appendix I), competency assessment 

and Aircraft Radiotelephone Operator Certificate of Proficiency, along with a copy of your 

state or ǘŜǊǊƛǘƻǊȅ ŘǊƛǾŜǊΩǎ ƭƛŎŜƴŎŜ ŀƴŘ !{L/ to HIAPL by emailing 

permits@hobartairport.com.au.   

 
Note: Until an ADA is issued by HIAPL, all drivers are required to be under direct supervision of an 
ADA/ASIC holder.   
 

 
 Renewal Application (Category 4 ADA) 

The following steps are to be completed in order, by the applicant and employer; 
 

5. Complete online Category 4 Authority to Drive Airside test at 

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/.  You will 

receive a certificate of completion upon passing the test. 

1. Submit completed application formΣ ŀƭƻƴƎ ǿƛǘƘ ŀ ŎƻǇȅ ƻŦ ȅƻǳǊ ǎǘŀǘŜ ƻǊ ǘŜǊǊƛǘƻǊȅ ŘǊƛǾŜǊΩǎ 

licence and ASIC, to HIAPL by emailing permits@hobartairport.com.au. 

 

Note: HIAPL may request applicants undertake a Cat 4 competency assessment in certain 

circumstances. 

 

Note: Drivers on an expired ADA are not to operate Vehicles Airside without the direct supervision 
of an ADA/ASIC holder, and only provided they have commenced renewal of their expired ADA.   
 

 
 Upgrade Application (Category 2 to Category 4) 

The following steps are to be completed in order, by the applicant and employer: 
 

1. Complete online Category 4 Authority to Drive Airside test at 

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/.  You will 

receive a certificate of completion upon passing the test. 

2. Obtain a CASA Aircraft Radiotelephone Operator Certificate of Proficiency. 

3. Complete a minimum of six (6) hours of supervised Airside (practical) driving with a Cat 4 

ADA/ASIC holder.  Record hours on Experience Log (Appendix I). 

4. Undertake Category 4 competency assessment with a Hobart Airport employee, this can be 

booked by emailing permits@hobartairport.com.au. 

5. Submit completed application form, Experience Log (Appendix I), competency assessment 

and Aircraft Radiotelephone Operator Certificate of Proficiency, along with a copy of your 

mailto:permits@hobartairport.com.au
https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/
mailto:permits@hobartairport.com.au
https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/
mailto:permits@hobartairport.com.au
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ǎǘŀǘŜ ƻǊ ǘŜǊǊƛǘƻǊȅ ŘǊƛǾŜǊΩǎ ƭƛŎŜƴŎŜ ŀƴŘ !{L/ to HIAPL by emailing 

permits@hobartairport.com.au.  

 

3 Driver Training 

This section outlines the requirements for undertaking driver training at Hobart Airport. 

¶ Theory based training must be passed prior to commencing practical training. 

¶ All driver training must be conducted by a person who holds a current Hobart Airport 

Authority to Drive Airside, equal to or greater than the level of training being undertaken. 

Training criteria can be found in appendix F, G and H. 

¶ Driver training must be conducted under the Direct Supervision of a suitably qualified 

Authority to Drive Airside licence holder. 

¶ All Airside driving competency assessments must be completed by a HIAPL employee or a 

delegate previously approved by Hobart Airport.   

 

4 Authority For Use Airside Application Process 

The following section of the Airside Vehicle Control Handbook covers the process that should be 
followed when applying for an Authority for Use Airside (AUA).   An AUA may be issued on an annual or 
temporary basis.   
 
Authority for Use Airside permits will be issued at Hobart AirportΩs discretion 
 
 

 Temporary AUA Application 

To request a Temporary AUA, please contact HIAPL.  Requests are to be made via email to 

operations@hobartairport.com.au at least 24 hours in advance.  Where requests are within 24 hours, 

requests can be made by phoning the Senior Operations Officer on 0418 120 854, or the Terminal Duty 

Manager on 0437 361 901.   

If approved, a Temporary AUA can be issued by HIAPL on completion of a vehicle assessment, providing 

all other AUA requirements have been met.  Further information on AUA eligibility criteria can be found 

in Appendix A. 

 

 

mailto:permits@hobartairport.com.au
mailto:operations@hobartairport.com.au
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 Annual AUA Application 

To request an annual AUA, the vehicle owner or employer is to complete the following forms, available 
on the Hobart Airport website, or on request to HIAPL via email at permits@hobartairport.com.au;  
 

¶ Appendix B ς Authority for Use Airside Application Form 

¶ Appendix E ς Airside Vehicle Indemnity and Release (for initial company applications) 

 
The Vehicle owner/employer is to present required insurance documentation to HIAPL at the time of 
application. 
 
If an AUA is approved, HIAPL will issue an AUA vehicle sticker, which is to be affixed to the front 
windscreen of the Vehicle.   
 
 

 Renewal of Annual AUA  

If you hold a current AUA sticker, HIAPL will request updated insurance information prior to insurance 
expiry dates.  If insurance paperwork cannot be provided, HIAPL reserves the right to cancel or suspend 
an AUA.   
 
Annual AUAs are issued for the current calendar year.  HIAPL will issue AUAs for the following year 
provided insurance details have been provided and all renewal documentation requested by HIAPL has 
been produced.   
 
Documentation and forms are to be completed and submitted to HIAPL via email to 
permits@hobartairport.com.au.   

mailto:permits@hobartairport.com.au
mailto:permits@hobartairport.com.au
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5 Definitions  

Aircraft Radiotelephone Operator Certificate of Proficiency means a certificate issued in accordance with 
Civil Aviation Regulation 83A.  

Airport means Hobart International Airport Pty Ltd, also referred to as HIAPL or Hobart Airport (ABN 27 
080 919 777). 

Airside means the Movement Area of Hobart Airport (including Manoeuvring Areas), adjacent terrain 
and buildings or portions thereof being the areas marked as such on the plan ŀǘ ά!ǇǇŜƴŘƛȄ 5Φέ 

Airside Road means the road within the Airside of the Airport. 
 
Airside Manoeuvring Area (see Manoeuvring Area) means generally the airfield, taxiways and runways, 
but also includes any areas where contact with ATC is required and controlled by ATC, excluding the 
Aprons and Airside Perimeter Road.   

Airside Vehicle Control Handbook means this document (hereafter referred ǘƻ ŀǎ ǘƘŜ άIŀƴŘōƻƻƪέύ 
published by Hobart International Airport Pty Ltd, detailing particulars for the control of surface Vehicles 
operating on, or in the vicinity of the Movement Area at Hobart Airport, in accordance with the 
requirements of CASR 139.095.  

Air Traffic Control (ATC) means an air traffic control service established by Air Services Australia in 
pursuance of CASR Part 172.  

Apron: means the part of an Airport used:  

¶ for enabling passengers to board, or disembark from Aircraft;  

¶ for loading cargo on to, or unloading cargo from, Aircraft; and /or  

¶ for refuelling, parking or carrying out maintenance on Aircraft and designated as such on the 

plan attached.  

 
Approved Issuing Authority means an organisation authorised to issue ASIC cards, ADAs and AUAs.  

Approved Testing Officer means a person approved by HIAPL to undertake either theory or practical 
testing to ensure that an applicant for an Authority to Drive Airside is competent to drive on the Airside 
of Hobart Airport. 

ASIC: (see Aviation Security Identification Card)  

ATC: (see Air Traffic Control) 

Authorised Officer means a person appointed by the Secretary of the Department of Infrastructure and 
Transport under Regulation 132 of the Airports (Control of On-Airport Activities) Regulations 1997 to be 
an Authorised Officer.  

Authority for Use Airside (AUA) means an Authority for a Vehicle to enter the Airside issued under the 
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provisions of Part 10 of the Handbook.  

Authority to Drive Airside (ADA) means an Authority to Drive Airside issued under the provisions of Part 
4 of the Handbook.  

Authority to Drive Airside Category 2 means an Authority authorising Driving in Category 2 issued in 
accordance with Part 4 of the Handbook.  

Authority to Drive Airside Category 4 means an Authority authorising Driving in Category 4 issued in 
accordance with Part 4 of the Handbook.  

AVCH means the HIAPL Airside Vehicle Control Handbook. 

Aviation Security Identification Card (ASIC) means a permanent or temporary identification card issued 
by an ASIC Issuing Body authorised under the Aviation Transport Security Regulations 2005.   

Controlled Airport: (see Security Controlled Airport).  

Direct Supervision means Supervising a person so the Supervisor can directly influence the person and 

their general behaviours.  The Supervisor must be able to control their movement by close proximity, 

not exceeding 10m.  

Escort means a vehicle operated under supervision of an ASIC/ADA holder. 

General Aviation means all civil aviation operations other than regular public transport operations.  

Handbook means the Airside Vehicle Control Handbook.  

HIAPL means Hobart International Airport Pty Ltd (ABN 27 080 919 777), staff and agents. 

Low Visibility means conditions that have deteriorated to a point where visibility is reduced to below 
800m or cloud base is below 200ft and Air Traffic Control has notified air traffic that low visibility 
procedures are in place.   

Manoeuvring Area (see Airside Manoeuvring Area) means the part of the Airport used for the take-off, 
landing and taxiing of Aircraft, excluding Aprons and the Airside Perimeter Road. It also includes any 
areas where contact with ATC is required and controlled by ATC.  

Markings means the symbols, lines, words and figures displayed on the surface of a Movement Area, or 
visual distinguishing features added to Vehicles.  

Movement Area means the part of the Airport that is used for the surface movement of Aircraft, 
including Manoeuvring Areas, Aprons, Airside Perimeter Road and other service areas.   The Movement 
Area is the area contained within the Airside Perimeter Fence.   

Operations means the act or process of functioning or operating.  

Operational Need means having the requirement to perform routine functions or activities for the 
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organisation you are working for. 

Perimeter Road means an Airside Road which remains clear of the Manoeuvring Areas except in areas 
where the road marked as a road crosses an Apron or taxiway and being marked as a Perimeter Road 
on the plan attached.  

Safety Committee means the HIAPL established Safety Committee to review general safety issues on the 
Airport. If you have any ideas or suggestions to improve safety, please contact HIAPL so that the details 
can be passed to the Safety Committee. 

Note however, the Committee is not responsible for investigating accidents or incidents. These remain 
individual Company responsibilities.  

Subsidiary means a wholly owned subsidiary.  

Supervision (see Direct Supervision). 

Supervised Vehicle means a Vehicle driven under Supervision in accordance with Part 11 of the 
Handbook.  

Tower means tƘŜ !ƛǊ ¢ǊŀŦŦƛŎ /ƻƴǘǊƻƭ ǘƻǿŜǊ ŀǘ IƻōŀǊǘ !ƛǊǇƻǊǘ όƻǇŜǊŀǘƛƴƎ ōƻǘƘ άDǊƻǳƴŘέ ŀƴŘ ά¢ƻǿŜǊέ 
frequencies). 

Transport Security Program means the security arrangements in force at Hobart Airport in accordance 
with the Aviation Transport Security Act 2004. 

Vehicle means motor Vehicle or other specialised Airside mobile equipment, other than a motorcycle, 
bicycle, tricycle, skateboard, scooter or alike. 

[Note: Motorcycles, bicycles, tricycles, skateboards, scooters and alike may only be used Airside in 
accordance with sections 1.8 and 12 of the Handbook.]  

Vehicle Operator means a person, firm, body corporate or Government Department controlling the 
operation of a Vehicle whether as owner, hirer or otherwise. 

Visitor Identification Card (VIC) means an identification card issued by an ASIC Issuing Body or by an 
agent of HIAPL nominated in the Hobart International Airport ASIC Program. 
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Introduction  

This Appendix (Appendix A) forms part of the Hobart Airport Airside Vehicle Control Handbook.  The 
Handbook is to be used as a reference for all operators at Hobart Airport, and is a controlled document, 
available on the Hobart Airport website or upon request.  For further Definitions and Appendixes, please 
refer to the Airside Vehicle Control Handbook in its entirety.    
 
To maintain the necessary safety and security requirements, no driver is permitted to operate on the 
Airside without the approval of the Hobart International Airport Pty Ltd (HIAPL).  

Persons who have a need to drive on the Airside on a frequent and unsupervised basis, are required to 
be trained, tested and issued with an Authority to Drive Airside (ADA). Other drivers may (at the 
discretion of HIAPL) be permitted Airside if they are adequately Supervised by appropriately authorised 
personnel.  

Training is the responsibility of the Vehicle Operator and their Employer.  Testing, issuing and approval 
of an Authority to Drive Airside licence is conducted by HIAPL.  

 

1 Safety Requirements 

Safety is a priority at Hobart Airport, therefore all drivers and Airport Users must adhere to the following 
whilst operating on the Airport; 
 

¶ Use roadways (where marked) to traverse Aprons;  

¶ Do not drive within 15 metres of an Aircraft, except when required for the servicing of that 

Aircraft;  

¶ Remain well clear of aircraft with their anti-collision beacon operating. Anti ς Collision beacons 

are generally located on top of the Aircraft fuselage, below the Aircraft fuselage or both, in 

about the centre of the Aircraft, and indicate that the aircraftΩs engines are running or are about 

to be started.  

¶ Give way to all moving aircraft 

¶ Do not drive under the influence of drugs or alcohol. IL!t[Ωǎ 5ǊǳƎ ŀƴŘ !ƭŎƻƘƻƭ aŀƴŀƎŜƳŜƴǘ 

Plan can be provided on request;  

¶ Ensure that all passengers have a seat secured to the Vehicle άbƻ ǎŜŀǘ bƻ ǊƛŘŜέ 

¶ Do not drive in a manner likely to jeopardise the safety of any person or object;  

¶ Comply with instructions given to you by authorised HIAPL staff 

¶ Ensure when driving Vehicles carrying loose material (such as garbage and waste paper) that 

the load is adequately covered or secured to prevent spillage;  
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¶ Do not park Vehicles or equipment so that they will obstruct Aircraft, other Vehicles or 

pedestrians;  

¶ Do leave Vehicle doors unlocked, keys in the ignition switch and handbrake on when the Vehicle 

is left unattended;  

¶ Engine is to remain operating while the Vehicle is being used on the Movement Areas, unless 

parked in a designated parking area or equipment storage area. 

¶ Notify the Vehicle Operator of any defect in a Vehicle of which you are aware as soon as 

possible;  

¶ Immediately draw to the attention of the Vehicle Operator any written statement issued by or 

on behalf of HIAPL and notifying a defect in a Vehicle which you are driving or attached to a 

Vehicle of which you are in charge; and 

¶ Be familiar with the latest Airside Vehicle Control Handbook including amendments to the 

Handbook; [Note:  The most up to date version can be found at 

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/  

¶ Understand the regulations and restrictions which apply to the Movement Area;  

¶ Be familiar with the designations of the runways and taxiways; and  

¶ Comply with the radio procedures set out in this document.  

¶ Tow no more than 4 Aircraft baggage trailers 

¶ Do not drive within 15m of an Aircraft being refuelled unless specific approval by either the pilot 

in command of the Aircraft or the Refuellers is granted  

¶ Do not drive on Airside areas during low visibly operations unless: 

o driving is restricted to Aprons and roads between RPT and Freight Aprons only; 

o there is a genuine operational need to drive on Apron areas during low visibility.   

¶ Do not smoke whilst on the Airside Area, and; 

¶ Do not have in the Vehicle any animal or child under the age of 16 years, unless the carriage of 

such animal or child is specifically authorised by HIAPL.  

 
All operators on Hobart Airport are responsible for reporting any safety risks or occurrences to HIAPL.  
The HIAPL Senior Operations Officer is the first point of contact on 0418 120 854. 
  

https://hobartairport.com.au/corporate/working-hba/airside-vehicle-control/
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2 Security and Licencing Requirements 

All persons operating on the Airside of Hobart Airport are required to adhere to security requirements 
both whilst Airside, and whilst operating and passing through security entry/exit points.  
 
 

 ASIC Display 

All persons operating on the Airside of Hobart Airport are required to display (above waist height) an 
ASIC valid for Hobart Airport (either HBA or AUS).    
 
All persons on the Airside of Hobart Airport are subject to ASIC and security inspections.   
 
All persons who do not have a valid ASIC, are to display a Hobart Airport issued Visitor Pass (VIC), and 
must be escorted by a current ASIC holder.  
 
An Authority to Drive Airside may only be issued to a person holding an ASIC, unless otherwise approved 
by HIAPL. 
 
 

 State or Territory Drivers Licence  

All persons operating a Vehicle on the Airside of Hobart Airport are required to hold a valid State or 
Territory DriǾŜǊΩǎ [ƛŎŜƴŎŜ όŜȄŎƭǳŘƛƴƎ [ŜŀǊƴŜǊΩǎ ƭƛŎŜƴŎŜύ ŦƻǊ ǘƘŜ ǊŜǉǳƛǊŜŘ Ŏƭŀǎǎ ƻŦ ±ŜƘƛŎƭŜ ōŜƛƴƎ ƻǇŜǊŀǘŜŘΦ  
 
Note: The State or Territory licence does not have to be a licence from the State of Tasmania.  
 
 

 Notifying of Loss of State or Territory Drivers Licence 

If a driver ceases to hold a State or Territory DǊƛǾŜǊΩǎ Licence for any reason, their Authority to Drive 
Airside ceases immediately.  The driver must surrender their ADA to HIAPL within 48 hours and notify 
their Vehicle Operator/Employer in writing.   
 
 

 Entering Airside in a Vehicle 

After driving through an automatic Airside gate, do not allow others to pass through the open gate 
behind you. You must wait on the other side of the gate until it is fully closed.  
 
As a condition of entering Airside, HIAPL reserve the right to search your person and/or your Vehicle.  If 
you refuse any search request, you will not be permitted to remain Airside. 
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 Entering Airside on Foot 

When entering Airside on foot, you must: 
 

¶ ensure all access doors and gates are secured behind you 

¶ ensure no unauthorised access to the Airside is gained because of your actions 

¶ be aware that as a condition of entering airside, HIAPL reserve the right to search your person 

and/or your Vehicle.  If you refuse any search request, you will not be permitted to remain 

Airside. 

 
 

 Reporting Security Risks and Occurrences 

All operators on Hobart Airport are responsible for reporting any security risks or occurrences to HIAPL.  
The HIAPL Senior Operations Officer is the first point of contact on 0418 120 854. 
 
 
 

3 Speed Limits 

When driving Airside, you must obey all regulatory signs and, unless otherwise indicated by signs, 
adhere to the following speed limits:  
 
 

Area Speed Limit 

Baggage and Arrivals Hall 5km 

Within 15m of Aircraft 10km 

Aprons, Apron Roads  25km 

Speed indicated by a sign Signposted Speed 

All other areas 40km 

 
 
Note: Airport Rescue and Fire Fighting (ARFF) and HIAPL Senior Operations Officers may use their 
discretion to drive outside these limits if necessary to effectively perform their duties. 
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4 Driving Airside  

 
 General Requirements  

A person driving a Vehicle on Airside, including a person driving a Vehicle which is under Supervision, 
must comply with all terms and guidelines as set out in this Appendix, in addition to those in the HIAPL 
Airside Vehicle Control Handbook in its entirety.   
 

 

 Operational Need 

A person may only operate a Vehicle Airside where they have an operational need to do so.  

Vehicle Operators are restricted to operate only in the areas they are required to access as part of their 

duties and activities at the Airport. 

 
 

 Authority to Drive Airside 

Subject to this Handbook, on receipt of an application in accordance with the form set out in Appendix 
"C" and if satisfied of the matters required to be certified in the application, HIAPL may issue or renew 
an Authority to Drive Airside in any Category. 

Airside areas for which driving is authorised for each Category of Authority to Drive Airside (ADA) are: 
 

¶ ADA Category 1: Not applicable to Hobart Airport  

¶ ADA Category 2: Airside Roads and Aprons  

¶ ADA Category 3: Not applicable to Hobart Airport  

¶ ADA Category 4: All Airside Areas (i.e. Airside Roads, Aprons, Taxiways and Runway).  

An Authority to Drive Airside will be issued on a card similar to the following example. 
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 Inspection of Documents 

You must carry your Authority to Drive Airside ŀƴŘ {ǘŀǘŜ ƻǊ ¢ŜǊǊƛǘƻǊȅ ŘǊƛǾŜǊΩǎ ƭƛŎŜƴǎŜ at all times 
whenever you are in charge of a Vehicle on Airside.  

  

Whenever you are in charge of a Vehicle Airside, if a HIAPL employee directs you to produce your 
Authority to Drive Airside and/or your State or Territory DǊƛǾŜǊΩǎ Licence, you must comply with that 
direction.    

 

Further information regarding State or Territory licencing requirements and loss of licence is available 
in sections 2.2 and 2.3 of this Appendix. 

 

 
 Issuing an Authority to Drive Airside 

HIAPL may issue an Authority to Drive Airside to applicants, provided the following conditions have been 

met; 

¶ The applicant has achieved a satisfactory standard in a theory based test approved by HIAPL; 

¶ the applicant has spent a minimum time as a driver, under Supervision, of a Vehicle operating 

in the relevant Airside area of: 

o 4 hours for Category 2 

o 10 hours for Category 4 

¶ For a category 2 Authority to Drive Airside, the applicant has satisfied the requirements set out 

in Appendix F - Category 2 Authority to Drive Airside Training Guide and Assessment Criteria; 

¶ For a category 4 Authority to Drive Airside, the applicant has satisfied the requirements set out 

in Appendix G - Category 4 Authority to Drive Airside Training Guide and Assessment Criteria 
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HIAPL discourages applicants sitting for practical tests without sufficient preparation.  If an applicant 
fails a practical test, they will not be able to re-test for a period of seven days. 
 
¦ƴŘŜǊ ǎǇŜŎƛŀƭ ŎƛǊŎǳƳǎǘŀƴŎŜǎ IL!t[ Ƴŀȅ ŀǇǇǊƻǾŜ ƻǘƘŜǊǎ ŎƻƳǇŀƴȅΩǎ ǇǊƻŎŜŘǳǊŜǎ ŦƻǊ ǘǊŀƛƴƛƴƎ /ŀǘŜƎƻǊȅ п 
Authority to Drive Airside. This approval shall be made in writing to the applicable company by HIAPL.   
The Authority to Drive Airside is not transferable between individuals or between Airports. 
 
 

 Expiry, Cancellation and Suspension of Authority to Drive Airside 

Authority to Drive Airside licenses are valid for 2 years from the date of issue unless HIAPL specifies a 
shorter period at the time of issue, in which case the Authority terminates on the expiry of the shorter 
period.  
 
HIAPL may cancel or suspend an Authority to Drive Airside by giving notice to the driver that: 

¶ the Authority is cancelled;  

¶ the Authority is suspended for the period specified in the notice 

The notice for the purposes of the previous paragraph may be provided verbally or in writing. 
 
If HIAPL cancels or suspends an Authority to Drive Airside, HIAPL shall give the driver's Vehicle Operator 
written notice of the cancellation or suspension within 48 hours of the cancellation or suspension with 
a statement of the reason for such action. 
 
When a driver is given notice that their Authority to Drive Airside has been cancelled or suspended, the 
driver must surrender the Authority to HIAPL: 

¶ immediately if the driver is informed while in charge of a Vehicle on Airside; otherwise 

¶ within 48 hours. 

A Vehicle Operator must take reasonable steps to ensure that a cancelled authority is to surrendered 
to HIAPL within 48 hours of receiving written notice from HIAPL of the cancellation or suspension. 
 
HIAPL may at any time during a period of suspension:  

¶ re-issue the Authority to the driver for the remainder of the period of the Authority; 

¶ cancel the Authority 

¶ extend the period of suspension 

¶ cancel the Authority and issue the driver with an Authority to Drive Airside for a lower Category. 

 

If HIAPL acts under the preceding paragraph, HIAPL shall give written notice of that action to the driver 
and/or Operator. 
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 Vehicle and Equipment parking requirements 

Vehicle and equipment on the Airside may only be parked in accordance with parking signs or marked 
parking bays. On Aprons, Vehicles and equipment may only be parked within the defined Equipment 
Parking Areas, marked with a single red line.  
 
Vehicles must not be parked where they will obstruct Aircraft, other Vehicles, pedestrian crossings 
across from the terminal building, over in-ground hydrant positions or emergency eye wash stations. 
 
Any unattended Vehicle must also be parked at least 2m from any fence Airside and 3m from any fence 
landside unless the fence is greater than 3m in height. 
 
 

 Vehicle Signage Requirements 

All Vehicles operating Airside shall have a clearly distinguishable company logo on both sides of the  
Vehicle, unless specifically excluded from this requirement by HIAPL. 
 
 

 Accidents and Incidents  

A Vehicle Operator must immediately report to HIAPL any accident or incident on the Airside involving 
a Vehicle operated by or on behalf of the Vehicle Operator if the accident: 

¶ causes personal injury; or  

¶ causes property damage; or 

¶ causes any damage to Aircraft, Airport Facilities, equipment, or lighting or visual aids;  

¶ causes a hazardous situation to occur 

 
 

 Immobilised Vehicles 

If a Vehicle operated by or on behalf of a Vehicle Operator becomes immobilised on the Movement 
Area, the Vehicle Operator must remove it within a timeframe agreed to by HIAPL and immediately 
notify the following: 

¶ Air Traffic Control if on duty; and 

¶ the HIAPL Senior Operations Officer. 

 
If the Vehicle Operator is unable to move an immobilised Vehicle, HIAPL may move the Vehicle on behalf 
ƻŦ ǘƘŜ ±ŜƘƛŎƭŜ hǇŜǊŀǘƻǊΣ ŀǘ ǘƘŜ ±ŜƘƛŎƭŜ hǇŜǊŀǘƻǊΩǎ ŎƻǎǘΦ   
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 Safety Distances 

Whilst driving airside, you will be operating alongside aircraft. There are minimum distances that you 

must observe when driving and/or working near aircraft to remain safe. These distances are listed in 

the below table 

Item Details 

Jet Blast ²ƘŜƴ ŀƴ ŀƛǊŎǊŀŦǘΩǎ ŀƴǘƛ-collision beacon is active, you must remain at least 
75m away from the rear of the aircraft. 

Jet Ingestion ²ƘŜƴ ŀƴ ŀƛǊŎǊŀŦǘΩǎ ŀƴǘƛ-collision beacon is active, you must remain at least 
7.5m away from the forward most point of the aircraft.  Do not proceed past 
the ingestion point marked on any aircraft.  

Refuelling Aircraft When an aircraft is refuelling, you must remain at least 15m away from the 
aircraft, unless you are involved in the refuelling operations, or have an 
approval to operate inside the limit. 

Parked Aircraft When an aircraft is parked (not displaying an active anti-collision beacon), 
you must remain at least 3m from the aircraft, unless you are servicing the 
aircraft 

Mobile Phone Mobile phones must not be used within 15m of an aircraft, unless authorised 
by the aircraft operator. 
Do not operate a mobile at any time whilst driving. 

Security Fence Vehicles must not be parked within 3m of the security fence landside, and 2m 
of the security fence airside. 
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5 Additional Requirements for Working on Airside Manoeuvring Areas 

A Manoeuvring Area of an Airport is defined as the part of an aerodrome to be used for the take-off, 
landing, and taxiing of Aircraft.   
 
You must not drive on the Manoeuvring Area (i.e. Taxiways, Runways and areas under ATC control) of 
the Airport unless the following requirements are adhered to: 
 

¶ Your vehicle has headlights (dipped) and tail lights operating;  

¶ Your vehicle displays a rotating/flashing beacon on the highest part of the Vehicle visible for 

360 degrees around the Vehicle. 

o This light may be red in the case of rescue and fire-fighting Vehicles, blue in the case of 

Australian federal police Vehicles and amber for other Vehicles;  

¶ You are under the supervision of another Vehicle displaying such beacon or flashing lights. 

 
A Vehicle Operator must not operate or permit the operation of a Vehicle on the Manoeuvring Area 
unless: 

¶ There is an operational need to do so 

¶ You or your supervising person have: 

o A Current Category 4 Authority to Drive Airside Licence 

o An Aircraft Radiotelephone Operator Certificate of Proficiency 

o A clearance from ATC to enter the Manoeuvring Area 

o A Vehicle that is equipped with a radio capable of two-way communication with Air 

Traffic Control and 

A Vehicle Operator must not operate or permit the operation of a Vehicle on any part of the 
Manoeuvring Area:  

¶ between sunset and sunrise unless the Vehicle has headlights (dipped) and tail lights operating; 

¶ in conditions where low visibility procedures have been declared (generally when visibility is 

less than 800 metres); 

On the Manoeuvring Area of Hobart International Airport, which is under the control of ATC, you must 
adhere to the following requirements; 

¶ You must understand the Radio Procedures and the meaning of ATC visual signals and signs 

which might be used on the Airport (see part 5.2 and 9.13 for more information) 

¶ Obey all instructions given by Air Traffic Controllers 

¶ Be familiar with the geography of the Airport 
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 Operating During Low Visibility and Non-Daylight Hours   

Low Visibility conditions are declared by ATC and are assessed by HIAPL Senior Operations Officers using 
prescribed Low Visibility Ops procedures. 

 

You must not drive on the Manoeuvring Areas in conditions where visibility is less than 800 m unless 
you are a HIAPL Senior Operations Officer or ARFF Officer in a Vehicle which is approved by ATC to 
operate on the Manoeuvring Area in low visibility operations, and the above conditions are met.   

 

Only one (1) Vehicle will normally be approved by ATC to be on the Manoeuvring Area at any one time 
during Low Visibility conditions. 

 

 

 Emergency Situations on Manoeuvring Areas 

In emergency conditions, or if the standard light signals have not been observed, the Tower may cause 
the runway or taxiway lights to flash.  This means that you must vacate the Manoeuvring Area and 
observe the Tower for light signals. 
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6 Additional Requirements for Working on Airside Perimeter Road 

The following guidelines apply to the use of the Airside Perimeter Road at Hobart Airport; 
 

¶ A person must not drive a Vehicle on the Perimeter Road unless he/she has an operational 

requirement to do so; 

¶ When driving on the Perimeter Road you must operate an amber flashing beacon on your 

Vehicle; 

¶ In below 800m Low Visibility conditions, use of the Perimeter Road is prohibited to all Vehicles, 

other than the HIAPL Senior Operations Officers and ARFF Vehicles, to prevent inadvertent 

incursions onto taxiways or runway. 

 

7 Airside Markings 

All drivers need to be familiar with the meaning and form of Airside Markings.  Below are examples of 
Airside Markings at Hobart Airport. 

 
1.Runway Strip  
 
White gable markers mark the edge of the graded portion 
of the runway strip. Vehicles must have clearance from ATC 
to enter the runway strip.  
 

 
2.Grass Apron 
 
A Grass Apron has been provided adjacent to the Freight 
Apron and is marked by yellow gables.  This is provided for 
General Aviation (GA) Aircraft. 
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3.Helicopter Training Areas & Aiming Points 
 
Two helicopter training areas have been provided adjacent 
to the western side of the runway strip.  The two areas are 
called area Bravo and area X-ray and are marked by white 
cone markers.  Vehicles must have clearance from ATC to 
enter.  Helicopters operating into Hobart Airport will utilise 
Taxiway Alpha as the Helicopter Aiming Point for day time 
operations, and for night time operations, the Runway will 
be utilised.   
4.Freight Apron Vehicle Warning Lights & Hazard Bollards 
 
The Freight Apron Vehicle Warning Lights will be activated 
for helicopter movements on the Freight Apron.  When 
lights are illuminated, ground vehicles transitioning the 
Freight Apron must stop prior to Bay 9 or stop prior to the 
Vehicle Warning Lights on the fire station corner.  Once 
the Vehicle Warning lights have been extinguished 
vehicles may proceed if the driver is satisfied it is safe to 
do so and there are no helicopters running in the area. 
 
Freight Apron Hazard Bollards will be installed into the 
ground marking the hazard area when a helicopter is 
undertaking a ground run on the Freight Apron.  Ground 
Vehicles transiting the Freight Apron are permitted to 
transit around the hazard area marked by the Hazard 
Bollards only if the Vehicle Warning Lights are not 
illuminated and the Vehicle driver follows any instructions 
provided by helicopter ground support staff. 

 

 

5.Clearway Edge Markers 
 
Clearways exist at the 12 and 30 ends of the Runway.  
Clearways must remain free of obstacles, including 
vehicles.  The edge of the Clearways are marked by green 
gables.   
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6.Navigational Aids & Localiser Aerial 
 
Driving is not permitted between jet blast wall (the red 
and white striped curved wall in the image opposite) at 
the 30 end of the runway, and the high strength 
pavement.  Navigational aids (painted orange) are present 
in this area and are marked off with white bollards to 
prevent access. 
 

 
7.Glide Path Aerial 
 
The Glide Path Aerial is a red and white tower located on 
the eastern side of the 12 end of the runway.  Driving is 
not permitted inside the Glide Path area, which is marked 
by white bollards to prevent access.   

 
8.Runway Hold Points  
 
Runway Hold Points are the holding points for Aircraft prior 
to entering a runway.  Vehicles must have clearance from 
ATC to enter the runway. Runway Hold Points are identified 
by two solid and two broken lines painted on the pavement 
bordered by Runway Guard Lights (item 9).  Of a night the 
lines are lit by orange inset lighting.  

 
9.Runway Guard Lights 
 
Runway Guard Lights border a Runway Hold Point (item 9) 
as a further visual cue for the border where Vehicles must 
have clearance from ATC to pass through.   
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10.Intermediate Holding Points 
 
Intermediate Holding Points are holding points at taxiway 
intersections which mark the clearance required for an 
Aircraft to taxi past on the intersecting taxiway.  They are 
identified by a single broken line across the taxiway. 

 

 
11.Taxiway Edge Markers 
 
Taxiway edge markers consist of two yellow lines side by 
side. They mark the edge of the high strength taxiway 
pavement.   

Note: Where the edge of a Taxiway is behind the RPT 
!ǇǊƻƴΣ ƛǘ ǿƛƭƭ ōŜ ƳŀǊƪŜŘ ŀǎ ǇŜǊ άtŀǊƪƛƴƎ /ƭŜŀǊŀƴŎŜέ ƭƛƴŜǎ 
below.   

 
12. Parking Clearance  
 
Parking Clearance areas are marked by a yellow/red/yellow 
line combination.  Aircraft parked in these areas must be 
within the Parking Clearance lines.     
 
Parking Clearance lines are situated behind the RPT Apron, 
and delineate the end of the RPT Apron and the start of a 
live Taxiway.  Category 2 drivers are not permitted to cross 
over the Parking Clearance lines behind the RPT Apron.  

 
13. Apron Service Road 
 
The Apron Service Road is marked by a continuous solid 
white edge line on either side of the road and a dotted 
centreline.  Where the road is adjacent to taxiing Aircraft, 
the taxiway side is marked with a continuous double white 
line indicating that Vehicles must not cross the lines. 
Vehicles crossing the Apron are to remain on the road at all 
times. 
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14.Equipment Storage Areas 
 
Equipment Storage Areas are defined by a single red line.  
They define areas where Vehicles and equipment may be 
parked clear of Aircraft.  Vehicles must always be parked 
ōŜƘƛƴŘ ǘƘŜǎŜ ƭƛƴŜǎΦ  ¢ƘŜ ƭƛƴŜǎ ŀǊŜ ƭŀōŜƭƭŜŘ ά9ǉǳƛǇƳŜƴǘ 
{ǘƻǊŀƎŜέΦ 

 

 
15.Equipment Clearance Lines 
 
Equipment clearance lines are identified by a broken red 
line.  They define areas where Vehicles/equipment may 
stage while awaiting the arrival of an Aircraft. Vehicles and 
equipment should remain behind these lines until the 
Aircraft red anti-collision light is extinguished.  The lines are 
ƭŀōŜƭƭŜŘ ά9ǉǳƛǇƳŜƴǘ /ƭŜŀǊŀƴŎŜέΦ  ¢ƘŜǎŜ ŀǊŜŀǎ ǎƘƻǳƭŘ 
remain empty of equipment when Aircraft are not taxiing 
to the relevant bay. 

 
16.Pedestrian Crossings 
 
Pedestrian Crossings are marked by white zebra crossing 
markings, similar to those used on public roads.  Drivers of 
Vehicles or equipment must give way to all pedestrians on 
Pedestrian Crossings. 

 

 
17.Unserviceability Cone Markers  
 

Unserviceability Cones mark areas of the airfield that are 
unserviceable to aircraft. Do not enter areas marked by 
Unserviceability Cones unless there is an operational need 
to do so (if you are part of the works party) and you have 
the authorisation of Hobart Airport. At night, these areas 
are lit by Red lights. 

 

 


